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SPECIAL WINTER EDITION UPDATE
DECEMBER-JANUARY ACTIVITIES UNDERWAY

PARK SHADOWS WATER SUPPLY You are invited to attend the next PGA/

SWITCHED TO CITY WATER Western Avenue Plume

Since December 3, Park Shadows has been recs i\g-: ommunity Advisory Group (CAG) Meeting

ing its domestic water supply from the City of Goodyear(s

public water system supply, rather than from its own Pafk Wednesday, January 22, 2003
Shadows Domestic Well (see Figure 1). Crane Co., thp 6:30 p.m. -8:30 p.m.
potentially responsible party for the PGA North Superfupd

site, is paying for this hookup. Due to concerns regarding Goodyear Community Center
potential contamination, EPA directed Crane Co. to 420 E. Loma Linda
increase the sampling frequency of the Park Shadows Goodyear, AZ

Area of Detall

[ \' Pz-1(A) \
EA-4
| | Mw-20 a1
aps-mw2ldy FAS o Al Eso1  Van Buren St.
R Al & Monitori
N mw-7 —\ ! B x D Chevron MW% n 0\;\',:%@
APS-MwW1 Pyl ! —— MW-9
MW-3 I et v w-23
L 1D 1
Mwes —1y o A
& 1 MW-21 C%G-I%
1 MW-10 [<]|Avondale
MW-11 GBMW-G/ 1 MW-lEB 9 \ ’ Elementary
+ 1 [ LEGEND
Phase I /1l —ly O @\ COCP 1] .
Groundwater T Q s L] Estimated extent of groundwater
Treatment N 1 | L o contamination, exceeding the
Plant A =A== -0 X 'Park [Shadows Irrigation #1 % maximum contaminant level for
an X N © » TCE (5ug/L) dashed where
F | Goodyear & Cold Well AL inferred (approx. 70-130 feet
ormer - Farms — Op. 5 Park Shadow3N underground)
Unidynamics 2 Do ell \ ) o
Facility T = @ Subunit A Monitoring Well
1 k= @ Subunit B/C Monitoring Well
EMW-29A & - ] i A Remediation Extraction Wells
fes
X

Remediation Injection Wells

Domestic, Municipal and
Agricultural Wells

I~ ® New Monitoring Well (MW-27)

COG-5  |GMW-13UC |

1 270C
LORAL #2

EMW-21UC EPA )
S O oraL#3 EPA does not consider surface
EMW-1/A GMW-7A areas above the contaminated
groundwater that are outside of the
GMw-2Uc  GMW-3A source area and that are not used
for remediation activities as part of

the Superfund site.

Figure 1. Area of contaminated plume migrating towards southeast.
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Figure 2. Generalized geologic cross section.

Domestic Well water quality from monthly to every two FIELD WORK PLANNED ALONG

weeks. Recent sampling conducted on the Park Shadows
Domestic well revealed levels of the chemical perchlorate VAN BUREN ROAD
above EPASs action level of four parts per billion (ppb). EPA s in the process of investigating the source

EPA has not yet confirmed that these samples are validgn extent of site-related contamination in the area’s
howeyer, to ensure the safety of Park Shadows reS|der&§e|Oer aquifer, called Subunit C, in the vicinity of a
the City worked with Park Shadows and Crane Co. to onjtor/extraction well, MW-20, located on Van Buren

complete a temporary hookup to the City's water systefRaq. EPA expects that this investigation will help define
During 2003, the water delivery system will be upgradeghe extent of contamination in Subunit C (see Figure 2).
from the temporary system now in place to permanent
water lines for Park Shadows. Since November 2001, EPA has been working to
L characterize perchlorate and trichloroethylene (TCE)
In order to better assess this situation, EPAand - oontamination that has been discovered in the area of
Crane Co. are continuing to collect more data from themonitor well MW-20. Two “sentinel” wells were installed

non-operating Park Shadows Domestic Well. In Januagy rebryary 2002 to monitor any contaminant migration
EPA will conduct a series of community workshopsto  fom the vicinity of MW-20 toward City of Goodyear

discuss any community health concerns regarding this - yrinking water supply wells. A sentinel wellis used to
short-term episode. detect whether the plume has reached a given point. To
date, no TCE has been detected in either sentinel well.
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Trace levels of perchlorate have
been detected in one of the .
sentinel wells. The trace levels
are similar to low levels of
perchlorate detected in several
wells to the northeast of the
Unidynamics facility.

. sl e o 41
Field work for the Subunit : £ # _ b ﬂ.: N
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- | y Hall [F=
take approximately two to three = A ; 1 - rm——rid
months. Based on the results, . 0 =B o gy Licchfield Ro ad J{
one or more new wells may be =N o 3 \/

installed to extract the contami-
nated groundwater for treatment
and for future monitoring pur-
poses. Specifically, starting in
January 2003, EPA will be
installing a series of temporary
borings (holes) to a depth of
more than 250 feet along and
south of Van Buren Road, near
Litchfield Road (see Figure 3).
These borings will provide soil
and water quality information to

help define the source and exte ad Tt __ URE" § -
of the groundwater contaminatio SVE System / B i
* j Area of Former
in the vicinity of MW-20. ¥ . Dry Wells H —
L h 1 Unidynamics
There should be no impact _ : . |Administration

X Building
to public safety as a result of

these borings. Once the data
from these borings is collected,
the holes will be sealed and the
surface area will be restored.
However, for an estimated two % Location of Phase Il Source Area
weeks beginning in late January, |+ : . Groundwater Investigation
traffic may be diverted onto one 2 . O soil Boring Location

lane along Van Buren Road for }
the installation of the first set of
borings.

Figure 3. Location of Phase Il Source Area Groundwater Investigation

boundaries. Under EPAs oversight, Crane Co. is con-
PERIMETER SOIL GAS ducting a perimeter soil gas investigation along the prop-
INVESTIGATION AT UNIDYNAMICS  erty boundaries of the Unidynamics facility (see Figure 3).
The sampling is currently scheduled for March 2003. The
An investigation is underway to determine whether samples will be analyzed for TCE and other chemicals.
soil gas contamination detected in the interior of the Depending on the results, action may be required to
Unidynamics property may have migrated to the propergrevent migration of the soil gas.
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FOR MORE INFORMATION

Your comments are invited and encouraged. If you have any questions or concerns about the cleanup
activities at the Phoenix-Goodyear Airport-North Superfund site, please contact:

US EPA ADEQ
75 Hawthorne Street 1110 West Washington Street
San Francisco, CA 94105 Phoenix, AZ 85007
Andria Benner, (SFD-8-2) Nancy Lou Minkler
Remedial Project Manager, (415) 972-3189 Project Manager, (602) 771-4187
Viola Cooper, (SFD-3) Tina Wesoloskie
Community Involvement Coordinator Community Involvement Coordinator
(415) 972-3243 (602) 771-4238
Toll Free: (800) 231-3075 Toll Free within AZ: (800) 234-5677

If you would like to be included on the mailing list for the Phoenix-Goodyear Airport-North Superfund
site, you may send your name and address (please indicate for “PGA North”) via an e-mail to
cooper.viola@epa.gov, send a fax to Viola Cooper at (415) 947-3528,

or call EPA’s toll-free message line, 1-800-231-3075, and leave your mailing information.

Printed on 30% Postconsum (f-_\‘\7 Recycled / Recyclable Paper
\—/

U.S. Environmental Protection Agency, Region 9 FIRST-CLASS MAIL
75 Hawthorne Street (SFD-3) POSTAGE & FEES
San Francisco, CA 94105-3901 PAID

Attn: Viola Cooper U.S. EPA
Official Business Permit No. G-35

Penalty for Private Use, $300
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SITIO SUPERFONDO DEL

(o)
‘O’,EP AEROPUERTO PHOENIX GOODYEAR,
AREA NORTE

U.S. Environmental Protection Agency = Region 9 « San Francisco, CA = December 2002

EDICION INFORMATIVA ESPECIAL DE INVIERNO
ACTIVIDADES EN CURSO DE REALIZACION DE DICIEMBRE Y ENERO

SUMINISTRO DE AGUA PARA LA - L - .
Le invitamos a asistir a la siguiente junta

COMUNIDAD DE PARK SHADOWS del Grupo Consultivo Comunitario
AHORA ES PROVEIDA POR LA (CAG' por sus S|g|as en |ng|és)
CIUDAD Western Avenue Plume del sitio del

. . aeropuerto Phoenix Goodyear
Desde el 3 de diciembre Park Shadows ha recibido

agua para usos domésticos del suministro publico d_e agua El miércoles, 22 de enero del 2003
de la ciudad de Goodyear, en vez del pozo domestico de ) )

Park Shadows (ver la Figura 1). La compafiia Crane, la de 6:30 a 8:30 de la tarde
parte potencialmente responsable del sitio Superfondo PGA o
Norte, esta cubriendo los costos relacionados con este Centro Comunitario Goodyear
cambio. Debido a preocupaciones acerca de la posibilidad 420 al este de la Calle Loma Linda
de contaminacidn, la Agencia Federal de Proteccién del Goodyear, Arizona
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Figura 1. Area del penacho contaminado migrando hacia et sureste.
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Figura 2. Muestra representativa de la geologia.

Medio Ambiente (EPA, por sus siglas en inglés), mandé g ANIFICACIONES DE TRABAJO A LO
la compariia Crane aumentara la frecuencia de los LARGO DE LA CALLE VAN BUREN
muestreos conducidos en el pozo domestico de agua de
Park Shadows a cada dos semanas. Muestreos conducidos Actualmente, la EPA esté investigando la fuente y la
recientemente en este pozo indicaron la existencia del extension de la contaminacion en el acuifero profundo. Esta
quimico perclorato a niveles de cuatro partes por billén (pgbea, llamada Subunidad C, esta ubicada en la Calle Van
por sus siglas en inglés). Segun la EPA, estos niveles  Buren, cerca a un pozo de control y de extraccion
sobrepasan la cantidad méaxima de quimico permitida, y eglentificada por MW-20. La EPA espera que esta
una situacién que requiere accion. La EPA no ha investigacion ayudara a definir la extension de la
confirmado la validez de estos muestreos, sin embargo, gaataminacion de la Subunidad C (ver la Figura 2).
asegurar la salubridad de los residentes de Park Shadows,
la Ciudad colabor6 con Park Shadows y la compafiia Crane Desde noviembre del 2001, EPA ha intentado
para realizar la conexion temporal de la comunidad al ~ caracterizar la contaminacién de perclorato y de
suministro de agua de la Ciudad. Durante el afio 2003, eltricloroetileno (TCE, por sus siglas en inglés), descubierta
sistema temporal de agua sera reemplazado con tuberiaen la area donde estéa el pozo de control identificado como
permanente para la comunidad de Park Shadows. MW-20. Dos pozos tipo “sentinel” fueron instalados en
febrero del 2002 para vigilar cualquier migracion de la

Para hacer una mejor valoracion de la situacion, la contaminacion desde la area donde esta el MW-20, hacia
EPA y la compariia Crane contindan coleccionando datoslonde estan los pozos del suministro de agua potable de la
del pozo domestico (que no esta en servicio actualmentefdelad de Goodyear. Un pozo sentinel detecta la migracion
Park Shadows. En enero la EPA presentara una serie de extension de un penacho. Hasta la fecha, no se ha
exposiciones y discursos para la comunidad sobre detectado TCE en ningunos de los pozos sentinel. Se han
preocupaciones de salud durante este breve incidente. detectado niveles de rastro de perclorato en uno de los



pozos sentinel. Estos niveles son e s T

| Calle Van Buren

similares a los bajos niveles
detectados en varios pozos al
noroeste de la instalacion
Unidynamics.

Se espera que el trabajo
para la Subunidad C tome
aproximadamente dos a tres
meses. Dependiendo en los

resultados, uno 0 mas pozos

nuevos podran ser instalados par

extraer la agua subterranea 4
contaminada para tratarse, o par

uso de vigilancia de la
contaminacion en el futuro.
Empezando en enero del 2003, |
EPA instalara una serie de
agujeros de taladro a una
profundidad de mas de 250 pies,
lo largo del sur de la Calle Van
Buren y cerca a la Calle
Litchfield (ver la Figura 3). Estos
agujeros proveeran informacién
sobre la calidad de la tierra y del
agua para definir la fuente y la
extension de la contaminacion del
agua subterranea en la area del
pozo MW-20.

No se espera que ocurra
algun impacto a la salubridad
publica como resultado de estos
agujeros. En cuanto los datos de
estos agujeros de taladro sean
coleccionados, los agujeros sera
cerrados y la area superficial serz
restaurada. Mientras tanto, para |
instalar la primera serie de

enero, el trafico de la Calle Van
Buren sera desviado a una sola

Sistema de

extraccion de . -

vapor de tierra/ |p - Edificio de
area donde ) C | administracion

ante,rlormente f de la instalacion
habian pozos ... anteriormente

de desecho Unidynamics

Ubicacion de la segunda etapa de la

investigacion de agua subterranea
de la area de fuente

O Ubicacion de agujeros de taladro

via. Figura 3. Ubicxion de la segunda etapa de la investigacion del agua
subterranea de la area de fuente.

INVESTIGACION DEL PERIMETRO DE
CONTAMINACION DE GAS EN LA
TIERRA EN LA INSTALACION
UNIDYNAMICS

hacia las fronteras de la propiedad. Bajo la direccion de la
EPA, la compafia Crane est4 conduciendo una
investigacion de contaminacion de gas en la tierra, a lo largo
de las fronteras de la instalaciéon Unidynamics (ver la Figura
3). La fecha para conducir los muestreos actualmente esta
fijada para marzo del 2003. Las muestras seran analizadas

Una investigacion en curso de realizacion es para para saber si contienen TCE o otros quimicos. Dependiendo
determinar si la contaminacion de gas en la tierra haya en los resultados, puede que se requiera tomar accion para

migrado desde el interior de la instalacion Unidynamics

prevenir la migracion del gas en la tierra.



PARA MAS INFORMACION

Le invitamos y incitamos que presente sus comentarios. Si usted tiene alguna pregunta o
cualquier interés sobre las actividades remediadoras en el sitio Superfondo del Aeropuerto Phoenix
Goodyear, la parte Norte, favor de ponerse en contacto con:

US EPA
75 Hawthorne Street
San Francisco, CA 94105

Andria Benner, (SFD-8-2)
Directora de Proyecto Remediador, (415) 972-3189

Viola Cooper, (SFD-3)

Coordinadora de Participacion Comunitaria
(415) 972-3243

Numero gratuito: (800) 231-3075

ADEQ
1110 West Washington Street
Phoenix, AZ 85007

Nancy Lou Minkler
Directora de Proyecto, (602) 771-4187

Tina Wesoloskie

Coordinadora de Participacion Comunitaria
(602) 771-4238

Sin cobro dentro de Arizona: (800) 234-5677

Si le gustase ser agregado a nuestra lista de correos para el sitio Superfondo PGA Norte, favor de enviar su nombre
y direccién (indicando “PGA North”). También puede enviar su informacién a través de correo electrénico a
cooper.viola@epa.gov o por fax a Viola Cooper al (415) 947-3528,

o llame a la linea de recados gratuita de EPA al 1-800-231-3075 y deje un recado con su informacion de correo.
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