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Landfill Cover Construction Begins

he Casmalia Steering Committee (CSC) will start construction of

the final cover system for the Pesticides/Solvents Landfill begin-
ning mid-july, 1999, under U.S. Environmental Protection Agency
(U.S. EPA) oversight. (See schedule on back.)

The commencement of construction of the final cover system had
been delayed from the original planned April 1999 construction date
until U.S. EPA had resolved
remaining concerns regarding the
seismic stability of the landfill and
the proposed cover system.
Construction is expected to be
completed by October 1999. N

In the Summer of 1998, the
Casmalia Steering Committee had
performed the first step in this
process, the construction of the
down slope “toe” buttress for the

Casmalia Site Map

*,

%,
>

L 3
K/

."~O'~

CB &,
h,,.
Heavy Metals g,
Pesticide/ Landfill ’ﬁ‘
Caustic/

Landfill

O Gallery Well

% Casmalia Disposal Site

United States Environmental Protection Agency

egion 9 - San Francisco, CA

Empieza la Construccion de la
Cubierta del Relleno Sanitario

| Comité Directivo de Casmalia (CSC — Casmalia Steering

Committee) empezard la construccion del sistema de cubierta
final para el Relleno Sanitario de Pesticidas (Plaguicidas) y/o
Solventes bajo la supervision de la Agencia de Proteccion Ambiental de
Estados Unidos ( U. S. EPA — Environmental Protection Agency) a
partir de mediados de julio (Ver
calendario de trabajo al reverso).

El inicio de la construccion del
sistema de cubierta final se habia
retrasado de la fecha planeada en abril
de 1999 en tanto la U. S. EPA dictam-
inaba acerca de la estabilidad sismica
del relleno sanitario y del sistema de
cubierta propuesto. Se espera que la

i/ K construccién termine en octubre de
et ! 1999,
:' En el verano de 1998, el Comité

landfill. A toe buttress is a support S O sump 95 (i _-_' Directivo de Casmalia habia llevado a
structure at the low end of the cover i' Rainfall/Runoff Ponds gPscTt H cabo el primer paso del proceso, la
system that prevents contamination S Pond 18 - : construccion de la pendiente extrema
from moving and keeps the cover “, BecTrench  ara el relleno sanitario. Una pendi-
system in place. '%,‘ ‘,-l- ente extrema es una estructura de
One of the primary purposes of ".,.,\\-"-"m,. _.‘um.mm*‘ soporte en el extremo bajo del sistema
the final cover system is to prevent L, NTU Road de cubierta que evita que los contami-

rainwater from percolating down

through the buried hazardous

waste and leaching out chemicals that would contaminate ground-
water. Another purpose is to minimize the potential for contact with
the buried waste by either humans or burrowing animals. From 1979
to 1989, the Pesticides/Solvents Landfill received approximately 4.5
million barrels of hazardous waste. The installation of the final cover
system is one of the first components of U.S. EPA effort to develop a
long term remedy and close the Casmalia Disposal Site.

During the planned 16-week construction period, the
Pesticides/Solvents Landfill will be regraded for seismic stability,
approximately 15 feet of contaminated soils will be taken off of the
crest of the landfill and redistributed over the waste unit as part of
regrading work, and a multi-layer composite cover system will be
installed. The cover system consists of a two- foot thick “low perme-
ability” foundation layer, an impermeable synthetic 60-mil geomem-
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nantes se muevan y mantiene al
sistema de cubierta en su sitio.

Uno de los principales propésitos del sistema de cubierta final es prevenir
que el agua de lluvia se filtre hasta donde se encuentran los desechos peli-
grosos y se cuelen agentes quimicos que podrian contaminar las aguas
subterraneas. Otro propdsito es el de reducir a un minimo el contacto con el
desperdicio enterrado por parte de humanos o animales que escarban. Desde
1979 hasta 1989 el Relleno Sanitario de Pesticidas y/o Solventes recibi6
aproximadamente 4.5 millones de barriles de desechos peligrosos. La insta-
lacion del sistema de cubierta final es uno de los primeros componentes de los
esfuerzos da la U. S. EPA para contar con un remedio a largo plazo y
clausurar el Sitio de Desechos de Casmalia.

Para fines de estabilidad sismica, durante el lapso planeado de 16
semanas para la construccion, se renivelara el Relleno Sanitario para Pesti-
cidas y/o Solventes. Se quitaran aproximadamente 15 pies
(5 metros) de tierra contaminada de la cima del relleno sanitario y se redis-
tribuirdn encima de la unidad de desechos como parte de los trabajos de
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Landfill Cover Construction (continued)

brane, a synthetic drainage layer, and a two-foot clean soil layer for re-
vegetation. A synthetic GeoNet will be incorporated into the two-foot vege-
tative soil layer to serve as a biotic barrier to prevent animals from
burrowing and damaging the cover system.

Detail of the Final Cap System

ARLAA liu‘_ﬂl-:l‘l!

Vegetatlve Soil
Biotic Barrier (GeoNet) ————————Tpp s mmmassmm s aails

Vegetatlve Soil. " = "
Drainage Layer —————3»E 5

Synthetic Barrier Layer /R Foun(tja(tilclgn LtayerC
e-compacted Existing Cover)
.fﬁéﬁkﬁﬁﬁﬁéﬁé?ﬁgﬁ

Throughout the construction schedule, U.S. EPA will have an on-site
geotechnical engineer, who will be overseeing the construction being
performed by the Casmalia Steering Committee. As requested, the
construction work will also be overseen by a representative of the State of
California Department of Toxic Substances Control.
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Monitoring

Under the direction of U.S. EPA, the Casmalia Steering Committee is
installing a series of perimeter air monitoring stations as part of the air
monitoring program for the final cover system construction project. The

Cross-section of the Pesticides/Solvents Landfill

July 1999

air monitoring program consists of both worker safety monitoring in the
on-site construction areas, and up-wind and down-wind monitoring at the
facility boundaries. The perimeter monitoring stations are located along
the northern facility boundary and in the southern drainage areas that are
between the Site and the town of Casmalia.

The monitoring stations will be sampled for organic chemicals, dust
and metals. These materials include Volatile Organic Compounds (VOCs),
such as Methylene Chloride and Toluene; Semi Volatile Organic
Compounds; PCBs; Pesticides, such as Endrin; Herbicides; dust emissions;
and metals, such as arsenic, barium and lead. The Casmalia Steering
Committee will monitor the air quality and conditions at the Site during
all phases of this construction. The air monitoring records will be main-
tained at the facility during the construction phase. Questions regarding
the air monitoring program should be directed to U.S. EPAS Project
Manager, Dennis Geiser, (415) 744-2147 or the Casmalia Steering
Committee’s Project Manager, Corey Bertelsen (805) 934-5951.

Health and Safety Plan

All work at the Site is carried out in accordance with the Site Health and
Safety Plan which has been prepared by the Casmalia Steering Committee.
Dust in the construction area and throughout the rest of the Site will be
suppressed using water from the stormwater ponds.

Site emergency response and contingency procedures are outlined in
Section 11.0 of the January 1999, Health and Safety Plan, which was
prepared by the Casmalia Steering Committee. These include coordina-
tion plans with local emergency response agencies in the event of a release
or threatened release of hazardous substances at the Site. A copy of this
document is available for review at the Site’s Information Repository at the
Santa Maria Library.

/40 V- Because access to the Site is restricted, questions concerning the
progress of the construction work and Site health and safety should be
‘\ directed to U.S. EPAs Project Manager, Dennis Geiser, (415) 744-2147, the
100 Casmalia Steering Committee’s Project Manager, Corey Bertelsen,
(805) 934-5951, or to the toll-free EPA Community Involve-
ment Hotline, 800-231-3075.
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renivelacion y se instalara un sistema de cubierta de capas multiples. El sistema
de cubierta consiste en una capa de dos pies (60 centimetros) de espesor que
constituye una base de “baja permeabilidad,” una geomembrana sintética imper-
meable de 60-mil, una capa sintética de drenaje, y una capa de dos pies de
espesor de tierra limpia para la re-vegetacion. Se incorporara a la capa de tierra
limpia una GeoRed sintética para funcionar como una barrera bitica que
impida que los animales escarben y perjudiquen el sistema de cubierta

Durante la construccidn, la U. S. EPA tendrd a un ingeniero geotécnico resi-
dente supervisando la construccion a cargo del Comité Directivo de Casmalia. De
acuerdo a lo solicitado, la construccion sera supervisada también por un repre-
sentante del Departamento de Control de Substancias Toxicas del Estado de Cali-
fornia (State of California Department of Toxic Substances Control).

Detalle de el Sistema Final de Cubrieta de Relleno
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Vigilancia o Monitoreo

Bajo la direccion de la U. S. EPA, el Comité Directivo de Casmalia est4 instalando
una serie de estaciones perimetrales de monitoreo como parte del programa de
monitoreo atmosférico del proyecto de construccion del sistema final de cubierta.
El programa de monitoreo atmosférico consiste tanto del monitoreo de la

Corte Transversal del Vertedero de Pesticidas/Solventes
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seguridad de los trabajadores en las areas de construccion, como de monitoreo
viento abajo y viento arriba en los limites de las instalaciones. Las estaciones
perimetrales de monitoreo estan ubicadas a lo largo de los limites de la insta-
lacion del norte y en las areas de drenaje del sur que quedan entre el sitio de los
trabajos y el poblado de Casmalia.

En las estaciones de monitoreo se tomaran muestras de agentes quimicos
organicos, polvo y metales. Estos materiales incluyen Compuestos Organicos
Volatiles (VOCs — Voltile Organic Compounds) tales como Cloruro de Metileno y
Tolueno; Compuestos Organicos Semi Volatiles; PCBs; Pesticidas tales como
Endrin; Herbicidas; emisiones de polvo; y metales tales como arsénico, bario y
plomo. El Comité Directivo de Casmalia monitoreara la calidad del aire y las
condiciones en el &rea de construccion en tanto que la obra estd llevandose a
cabo. Durante la construccion se mantendran registros del monitoreo atmos-
férico en la instalacion. Cualquier pregunta acerca del programa de monitoreo
debera hacerse a Dennis Geiser, Gerente de Proyecto de la U. S. EPA, al teléfono
(415) 744-2147 0 a Corey Bertelsen, Gerente de Proyecto del Comité Directivo de
Casmalia, al teléfono (805) 934-5951.

Plan de Salud y Seguridad

Todos los trabajos en el sitio de construccidn se realizan en concordancia con el
Plan de Salud y Seguridad en el Sitio que ha sido preparado por el Comité Direc-
tivo de Casmalia. El polvo en el &rea de construccion y en el resto del Sitio se
suprimira utilizando el agua de los estanques agua de tormenta.

Los procedimientos para responder a urgencias y contingencias se delinean
en la Seccion 11.0 del Plan de Salud y Seguridad de enero de 1999 que prepard el
Comité Directivo de Casmalia. Estos procedimientos incluyen planes de coordi-
nacion con las agencias locales de respuesta a urgencias en caso de fuga o
amenaza de fuga de substancias peligrosas en el Sitio. Se cuenta con una copia
de este documento para su revision en el Depdsito de Informacion del Sitio en la
Biblioteca de Santa Maria.

Debido a que el acceso al Sitio esta restringido, las preguntas acerca del
adelanto de la construccion y acerca de salud y seguridad en el Sitio deben
hacerse a Dennis Geiser, Gerente de Proyecto de U. S. EPA al teléfono (415) 744-
2147, a Corey Bertelsen, Gerente de Proyecto del Comité Directivo de Casmalia al

teléfono (805) 934-5951, o, sin costo, al teléfono 800-231-3075 de la EPA
Community Involvement Hotline (Linea Urgente de Asuntos Comunitarios
de la Agencia de Proteccion Ambiental).
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Information Repository For Further Information Please Contact:
An Information Repository is a place where U.S. EPA provides copies of site- David Cooper Dennis Geiser
related documents for public review. U.S. EPA's Casmalia Disposal Site Infor- |EESelulaViaIVATe Tl Project Manager (WST-1-A)
mation Repositories are located at: Coordinator (SFD-3) 75 Hawthorne Street
L 75 Hawthorne Street San Francisco, CA 94105
Santa Maria Library U.S. EPA Superfund Records Center San Francisco. CA 94105 (415) 744-2147
Second Floor Fourth Floor (415) 744-2179
420 South Broadway 95 Hawthorne Street
Santa Maria, California 93454  San Francisco, CA 94105 )
(805) 925-0994 (415) 536-2000 Or call toll-free: 800-231-3075

1999 Project Schedule September October
Project Mobilization July 5 - July 9
Cap/Borrow Area Grubbing July 7 - July 9
Site Perimeter Fence Removal July 7 - July 9

Landfill Regrading
Low-permeability/Foundation Layer Construction | July 12 - Aug 25

Synthetic Cover and Drainage Layer Placement Aug 17 - Aug 27 |

Vegetative Cover

Biotic Barrier Placement Aug 19 - Sep 15
Landfill Bench Construction Sep 8 - Sep 22 | |
Perimeter Access Road Construction Sep 16 - Sep 29 | |

Reseed Landfill Cover
Place Erosion Control Measures

Complete Surface Water Drainage Structures Sep 24 - 13 Oct
| | |
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